SILICON PHOTODIODE CHIPS PD—31106—B>

1. Scope:

This specification applies to PIN silicon photodiode chips.
Device No. PD-31106-B.

2. Structure:

2-1. Type : PIN diode.

2-2. Electrodes:
Top side( Anode ) : Aluminum alloy.
Back side ( Cathode ) : Gold.

3. Size:

3-1. *Chip size : 225.98 mils x 50.39 mils ( 5.740 mm x 1.280 mm )
3-2. Chip thickness : 8.70 £ 1.00 mils ( 0.220 + 0.025 mm )
3-3. Active area : 59.06 mils x 44.09 mils ( 1.500 mm x 1.120 mm )
159.06 mils x 44.09 mils ( 4.040 mm x 1.120 mm )
3-4. Bonding pad (Anode) : 5.91 mils x 5.91 mils ( 0.150 mm x 0.150 mm )
3-5. Pattern drawing : Refer to the attached drawing.
“1Including scribing line. The chip size is about ( 5.715 + 0.025 ) x ( 1.255 + 0.025 ) mm? after dicing.

4. Electrical characteristics (Ta = 25C):

Parameter Symbol Condition Min. Typ. | Max. [ Unit (0.04mm)
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*Forward voltage VE IF=10mA 1.3 \Y,
Ee=0mW/cm?

“Based on 100% probing.
5. Relative spectral responsivity:
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“Bare chip measured with integrating sphere, for reference only.
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